UPM ProFi® Deck Range

UPM ProFi Deck 150, UPM ProFi Terra 127, UPM ProFi Patio 120

Installation Instructions/Verlegeanweisung/
Instructions de montage/Installatie-instructies/Asennusohje/Installationsanvisningar
E.g. 40°C change in temperature = 4 mm expansion/contraction in 4 m board

Inclination:
- Low maintenance
- Durable & UV resistant
- Hard wearing
- 0% inclination
- Splinter free
- & warm to touch
- High friction surface
- Quick to install
- Easy to work
- Helping the environment

Tools:
- Min. 25 mm
- 4 mm
- 4x40 mm (for Alu Support Rail)
- (for direct fixing on Alu Support Rail)

Installation:
- Additional information
- Screws
- Data sheet
- Technical data sheet
GROUND

A. ≤ 1 m ≤ 1 m

Rubber Pad

B. ≤ 2 m

30 cm

400 mm

220 mm

2150 mm

Roof Terrace: inS
### T-CLIPS

**Scr**

- T-CLIP Small
- T-CLIP Large
- START CLIP

### Joist Spacing (a)

<table>
<thead>
<tr>
<th></th>
<th>ProFi Deck 150</th>
<th>Terra 127</th>
<th>Patio 120</th>
</tr>
</thead>
<tbody>
<tr>
<td>Residential</td>
<td>40 cm</td>
<td>35 cm</td>
<td>35 cm</td>
</tr>
<tr>
<td>Commercial</td>
<td>40 cm</td>
<td>-</td>
<td>30 cm</td>
</tr>
</tbody>
</table>

1. **≤ 400 mm**
2. **≤ 400 mm**
3. **≤ 400 mm**
4. **≤ 400 mm**

---

1 x in the middle of each board

A

B
**Hint:**
Alu Rail installation only for Deck 150.
For Patio 120 and Terra 127: No installation with Alu Rail.

1x in the middle of each board
1x in the middle of each Rail Step
UPM PROFI DECK 150
STAIRS

1. 1x in the middle of each board
RUBBER STRIP

11 mm

UPM PROFI DECK 150
HEATING CABLE

8,9 – 122 m

UPM Kymmene Corporation reserves the right to change and amend the information contained in this brochure at any time. The information contained in this document was correct at time of publication. For the most update version, please visit www.upmprofi.com